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AN IRRIGATION SYSTEM SHALL BE INSTALLED TO \,,/

SERVICE ALL NEW PLANTINGS. THE SYSTEM SHALL R Y

BE DESIGNED, SUBMITTED, AND INSTALLED BY A o

LICENSED IRRIGATION CONTRACTOR BEFORE A /! o COUTHEAST 20 |

CERTIFICATE OF OCCUPANCY WILL BE ISSUED. SOUTHE? 6' WOOD PRIVACY

S S BLOCK 4 FENCE

CALCULATIONS:

LANDSCAPE REQUIREMENTS: LOT 8
TOTAL AREA OF SITE: 9995sf _ BLOCK 4
IMPERVIOUS COVERAGE ON SITE: 8490sf .

15% LANDSCAPE POINTS REQ'D: 9995 * .15 = 1499 é\qi& ! ya
) / . :

LANDSCAPING PROVIDED: & NORTHWEST 30
3" OR GREATER CANOPY TREES: 3 *350 = 1050 o BLOCK 4
2 to 15 GALLON SHRUBS: 42 *10 = 420 x
GRASS (WITHIN PROPERTY;  1185/10= 118 UNDEREROUND LECTICAL To oAty LOCATON o7 i o DETERANE
GRASS (WITHIN R.O.W.): 490/10 = 49 AHJ: EACH UNIT SHALL BE PROVIDED 200 AMP,SERVICE & METERED SEPARATELY.

TOTAL PROVIDED: 1637
EXISTING FIRE s 7 //“"""

PARKING REQUIREMENTS: HYDRANT
NUMBER OF BEDROOMS: 11 BEDROOMS LOT 7
PARKING REQUIRED: 11 *130% = 14.3 SPACES , 60" WOOD BLOCK 4
PARKING PROVIDED: 15 SPACES , / PRIVACY FENCE X
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NOTES: 4" THICK CONCRETE REFER CIVIL LOCATION —— —
1. EROSION CONTROL MEASURES (AS APPROVED BY AHJ) MUST BE INSTALLED & SIDEWALK WITH \ NG
MAINTAINED DURING CONSTRUCTION WHILE SOIL IS BARE & EXPOSED. BROOM FINISH; TYP.; R
OBTAIN ACCEPTABLE VEGETATIVE GROWTH BEFORE REMOVING EROSION ALIGN CENTER OF CLAY — . CLAY
CONTROL MEASURES. SIDEWALK WITH N
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